Encroachment Permit
Application Instructions

11D

A century ofservice.

Imperial Irrigation District
Real Estate Section



Requirements for Encroachment Permit Application

Any construction or operation activities on Imperial Irrigation District property or within its rights of
way or easements will require an encroachment permit. The application must be signed and completed
in its entirety. The following items are required submittals with the application. Applications submitted
without all documentation will not be accepted for consideration.

1.

A non-refundable application fee of $250.00 must be submitted with the encroachment permit
application. Please note: Additional fees for review, inspection, and as-built/record drawings
may be required after review of the encroachment permit application.

Eight (8) detailed drawing sets must be submitted with the encroachment permit application.
Drawings shall include plan and profile views and include:

a) Location of project site and relationship to impacted 11D facilities
b) Distances from project site to impacted I1D facilities
c) Elevation with benchmark used and tied to the 1ID’s datum

If the encroachment affects a City, County, or Governmental agency, copies of the following
must accompany the permit:

a) Right of way documents (either existing or required by the affected agency)

b) County road access permits

c) California Regional Water Quality Control Board (CRWQCB) permits for point source
discharge into District’s system

d) California Environmental Quality Act (CEQA) documents

e) National Environmental Protection Act (NEPA) documents

f) any other relevant documents as necessary

Applications are to be submitted as follows:

Mail To: Imperial Irrigation District
Real Estate Section
Post Office Box 937
Imperial, CA 92251

Office Location: Imperial Irrigation District
Real Estate Section
1699 W. Main Street, Suite F
El Centro, CA 92243
(760) 339-9239

5. Allow approximately 3 to 4 weeks for permit processing.

6. Once the permit has been issued, you must notify the 11D Inspector at (760) 339-9888 at least 48

hours prior to commencement of work.

Requirements After Encroachment Is Installed

After construction has been completed, the applicant is required to submit:



1. As-built drawings
2. Copies of construction survey field notes relevant to the encroachment and must include
benchmark and stationing used and tied to the District’s datum



INSTRUCTIONS FOR COMPLETING THE ENCROACHMENT PERMIT APPLICATION (11D-901A)

Please complete all items, if not applicable insert “N/A” in the boxes. Submit all required attachments as listed on
“Project Submittals” section with the application.

1

10:

11:

12:

13-14:

15:

16:

17-18:

19:

20:

Name of applicant or agency (City/County/Governmental) desiring to install encroachment. The
applicant should be the individual/entity willing to accept liability for the contractor. List email address,
phone number, and address where permit is to be mailed.

Name of owner or operator (If Different from Applicant) responsible for the encroachment. List email
address, phone number, and address where permit is to be mailed. When the ultimate owner will be an
agency, this should be a representative of that agency and an agency employee.

Check type of encroachment as applicable. For Service Pipe indicate size and type of use. All residential
and commercial service pipe applications shall include proof of alternate water source from a Department
of Health Service (DHS) approved provider pursuant to Federal and State Safe Drinking Water Acts
(SDWA).

Check all other agencies affected by this encroachment. Attach copy of the agency’s approved permit if
applicable.

Describe in detail the proposed worked to be performed. Attached eight (8) complete sets of plans and
pertinent specifications, calculations, and maps.

Estimated start and completion dates for the work to be performed.
Physical address where the proposed work is to be performed.
Assessor parcel number (May be obtained from your tax bill.)

Legal description of property of proposed work to be performed.
Canal, Delivery Gate, and Drain to be affected.

Distance to the closest canal delivery gate from work to be performed.
Distance to the closest county road or city street from work to performed.
Signature of Applicant.

Title

Date of Signature

Signature of Owner or Operator.

Title

Date of Signature



11D-901A (R8-2006) Application Permit No. A-

ENCROACHMENT PERMIT APPLICATION

APPLICANT INFORMATION - Please Print Clearly

1. Applicant Name or Agency (City/County/Governmental (if applicable): [[] Exempt: E-Mail:
Address: Phone No: Fax No:
2. Owner or Operator Name (If Different From Applicant): E-Mail:
Address: Phone No: Fax No:

TYPE OF ENCROACHMENT

3. Type of Encroachment (Check all that apply)

[ Parallel [J waste Discharge [ Private Crossing /Crossing ] NPDES Permit # [ Other (specify):
[ Drainage Outlet ~ [] Tile Line Outlet [ Tailwater Discharge [1 Temporary/Term #days __
[J Power Facility [J Farm Entrance [ water Supply [ Compliance/Violation
[ Service Pipe: Pipe Size: Use: [JAg [ Residential [J Commercial [ Industrial [ city Water Available
4. Encroachment Affecting Other Agency? [ Caltrans [ Railroad [ County [ Municipal O other

PROJECT INFORMATION

5. Project Description (Describe work or activity within Right of Way — Use backside of sheet if more room is needed):

6. Estimated Construction Start Date: Completion Date:

7. Address: City:

8. Assessor Parcel Number(s):

9. Legal Description (may be attached):

Section: Tract: Township: Range:

Subdivision Name: Block: Lot:
10. Canal: Delivery Gate: Drain:
11D Drawing No.: 11D Drawing No.: 11D Drawing No.:
11. Distance to Closest Canal delivery gate (feet): 12. Distance to Closest County Road/City Street (feet):

FEE SCHEDULE:

O Non-refundable $250 Application Fee (Exempt agencies excluded)

[0 Estimated Fees. Includes review, inspection and as-built/record drawing fees. Review, inspection and as-built fees will be determined after review of the
application. Additional fees may be due after resolution of costs.

O Penalty Fees: A fee will be assessed when encroaching facilities are installed without prior permit authorization. The fee shall be double the total normal fees noted
above and would increase by a factor of 1 for each offense thereafter. Fee exempt agencies and facilities may be subject to this fee. If the fee is applied to such an
agency or facility, the fee would be applied at the same rate as if the fee exemption were not in place.

PROJECT SUBMITTALS

O Eight (8) drawing sets (each set must include plan and profile views) Note: Plan sheets that pertain to District facilities

e  All drawings must include: a) Project location b) Elevation with benchmark used and tied to the District’s datum c) Distance from District facilities both
vertically and horizontally.

. Large project submittals: In addition to the above, all plan pages containing information regarding encroachment(s) shall be tabbed. Encroachments shall
be clearly highlighted in fluorescent marker for further clarification. District standard facility drawings must be submitted when applicable including Utility
Crossing (L-3086), Tail water or Storm water Discharge into Drains (12F-6855), and Service Pipe (20F-1394), and must meet the minimum requirements
specified in those drawing details. The appropriate data must be filled in where indicated on the standard drawing detail.

Provide copies of the following: a) Right of way documents (either existing or required for the country roads b) County road access permits c) California
Regional Water Quality Control Board (CRWQCB) permits for point source discharge into I1D’s system d) California Environmental Quality Act (CEQA)
documents e) National Environmental Protection Act (NEPA) documents and f) other relevant documents as necessary.

. Provide copies of construction survey field notes relevant to encroachment, including a) benchmark and stationing used and tied to the District’s datum b)
as-built plans. Please note that after construction of any encroachment, the applicant is required to submit as-built plans.

The undersigned applicant and owner/operator hereby applies for permission to encroach on Imperial Irrigation District (District) right of way or District owned property in the County
of Imperial or County of Riverside and agrees to do the work in accordance with District permitting requirements, Rules and Regulations. The undersigned owner/operator
acknowledges that the issuance of the permit will not occur until all conditions and requirements have been met. If approved, the applicant will comply with the “General Provisions™
attached hereto and “Special Provisions™ to be determined from the processing of the permit application.

13. Applicant Signature: 14. Print or Type Name: 15. Title: 16. Dated:

17. Owner or Operator Signature: 18. Print or Type Name: 19. Title: 20. Dated:




11D901 (RO3 06-08)

10.

11

12.

13.

14.

15.

GENERAL PROVISIONS
ACCEPTANCE OF PROVISIONS. Permittee’s engagement in any activity under this permit shall constitute an acceptance of these provisions.

DISTRICT TITLE. This permit only relates to encroachment on the District’s right of way. The District has title to the right of way based upon
recorded right of way deeds and/or implied dedication. This permit does not address encroachment on the real property or right to real property
belonging to any other entity. The District makes no warranty concerning this encroachment and the real property, or the right to real property
belonging to any other entity. Permittee places this encroachment at its own risk.

KEEP PERMIT ON THE WORK. This permit shall be kept at the site of the work and must be shown to any representative of the District.

ADDITIONAL AUTHORIZATION. Permittee shall secure written authorization, order or consent, prior to the performance of any work
hereunder, from any private or public entity, or other lawful authority which may pertain to the use of the right of way or real property and the type
of activity for which this permit is granted. This permit shall be suspended in operation unless and until such authorization, order or consent is
obtained.

MAINTENANCE. Permittee shall exercise reasonable care to maintain properly any encroachment placed by it in the right of way and to exercise
reasonable care in inspecting for and immediately repairing and making good any damage to any portion of the right of way as a result of activities
performed under this permit, including any and all damage to the right of way which would not have occurred had such work not been done or such
encroachment not placed therein. The District shall not be held responsible for any damage to any improvements or facilities installed by Permittee
under this permit, whether said damage is caused by the District or its agent or otherwise.

CLEAN UP RIGHT OF WAY. Upon completion of any activity under this permit, the right of way shall be placed in the same condition or
better than it was immediately prior to the work. For example, all brush, timber, scraps, trash and material shall be entirely removed and the right of
way let in as presentable condition as before work started.

CONSTRUCTION. All construction activity pursuant to this permit shall conform to recognized construction. All of the work shall be done
subject to the supervision of, and to the satisfaction of, the District.

FUTURE MOVEMENT OF WORK OR INSTALLATION. Whenever the District desires to construct, reconstruct or do maintenance work on
District facilities on the right of way, or to use the right of way for any purpose, the Permittee shall, upon request of the District, immediately move,
remove, relocate or otherwise change, any improvements, work or installation on the right of way, all at the sole expense of the Permittee.

INDEMNITY. The Permittee shall, to the fullest extent permitted by law, indemnify and save the District free and harmless of and from all
claims, demands, losses, and liability, including cost and legal fees, arising directly or indirectly out of obligations undertake in connection with
this permit, excepting only claims arising from the sole negligence or misconduct of the District.

INSURANCE. At any time, at the judgment of the District, Permittee may be required to obtain commercial general liability insurance, naming
Permittee as insured and the District as additional insured, with total limits of any amount up to $1,000,000 per occurrence and $2,000,000 general
aggregate. Permittee’s failure to obtain such insurance when required shall be a material breach of this permit.

BOND. At any time, at the judgment of the District, Permittee may be required to obtain a bond, in an amount equal to the value of work or
improvements constructed or activities performed by Permittee. Permittee’s failure to provide a bond when requested shall be a material breach of
this permit.

NO HAZARDOUS MATERIALS/WASTE OR SPILLS. Storage and/or disposal of any hazardous material(s) or hazardous waste(s) on to this
right of way are expressly forbidden. Any spills of a hazardous material or hazardous waste used or produced during the permitted activity is to be
cleaned up immediately by the Permittee, at their expense. The District’s Hazardous Materials Unit is also to be notified in the event of a
hazardous release by contacting either the District’s Power Dispatch: (760) 339-0510 or Water Dispatch: (760) 339-9381. The District has the
absolute right to immediately suspend an operation that does not adhere to these requirements, or is found in violation of any Local, State, or
Federal Environmental Regulations, until the problem is adequately or completely resolved.

CONDITIONS FOR SERVICE PIPE INSTALLATION. Prior to installation of service pipes the following conditions are required: 1) The
District’s Utility Work Coordinator shall be notified 48-hours prior to start of work at (760) 339-9169, 2) DHS Approved Provider alternative water
delivery service for all business or residential structures receiving only canal water, 3) installation of a District approved locking device/shut-off
valve (to facilitate disconnection should the water user fail to comply with District regulations and/or SDWA requirements) within District or
Imperial County right-of-way, 4) The District recommends that each structure or property install its own service pipe or design the layout in a
manner that would allow District to shut off service to a single structure, property, and/or water user within District or Imperial County right of
way. Based on current District procedures, all water users sharing service pipes are at risk of being disconnected should any single water user on a
common pipe fail to comply with SDWA requirements.

AS-BUILT DRAWINGS. The Engineering Services of the Water Department requires that the Encroachment Permit Applicant submits the As-
Built Drawings to update District Drawings. Applicant is given 30 days from the completion of the construction to submit this requirement. If
after 30 days these As-Built Drawings have not been submitted, the Engineering Services will perform this task and charge the Applicant
accordingly.

NOTIFICATION. Permittee shall notify the District’s Inspector at (760) 339-9888 at least 48 hours prior to start of work. In addition, Permittee
shall not make or allow any excavation or fill to be made WITHOUT FIRST NOTIFYING IMPERIAL IRRIGATION DISTRICT by calling 1-
800-422-4133 (Underground Alert), and OBTAINING PERMISSION.



11D901 (RO3 06-08)

16.

17.

18.

PRECEDENCE. The terms of this encroachment permit take precedence over and supersede all other agreement between the 11D and Permittee
concerning the obligations undertaken in connection with this permit.

DRAINAGE OUTLETS. All drainage outlets shall be installed in conformance with District Standard drawing 12F-6855 (Sheets 1-7). As noted
within these drawings, all non-agricultural discharge facilities require a valve to prevent the backflow of water from 1I1D’s drainage system into the
discharging system.

ENVIRONMENTAL. The Permittee shall comply with and abide by all federal, state and local environmental laws, rules, regulations and
guidelines applicable to the site of the work or activities for which this permit is granted. Permittee’s failure to fulfill this provision shall be a
material breach of this permit. The District shall not be held responsible for any violation or non-compliance by Permittee of any and all applicable
laws, rules, regulation and guidelines pertaining to environmental issues in the performance of the work or activities under this permit. These issues
include but are not limited to: wildlife habitat; rare, threatened, endangered or species of special concern; sensitive vegetation, air and water quality,
cultural resources, etc., their impacts, and mitigation thereof.
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(SEE NOTE 3) ISSUE__6 | REVISED 6-19-2003_SIC
ISSUE__5 | REVISED 1-8-2002 D.D.
LEGEND ISSUE__ 4 | REVISED 6-27-2000 D.D.
RCP = REINFORCED CONCRETE PIPE MH = MANHOLE GB. = GRADE BOARD R/ = RIGHT OF WAY SSUE 5 | REVISED 10-01-96 B.V.
PVC = POLYVINYL CHLORIDE ¢ = CENTER LNE S = SLoPE SSUE 2 | REVISED 7-26-95 BWV.
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PIPELINE

—

D DRAIN

OUTLET MANHOLE

(NTS)

SIZE, DEPTH, AND TYPE OF MANHOLE VARY DEPENDING UPON
SIZE, DEPTH, AND TYPE OF DRAIN PIPELINE. DESIGN AND

CONSTRUCTION OF MANHOLE PER IID APPROVAL.
J

MAINTENANCE ACCESS
DISCHARGE MH
(SEE NOTE 1)

| —IID DRAIN PIPELINE

ONE-WAY

ONE-way |
FLAPPER VALVE
(SEE NOTE 2)

IS

__4

10’ MIN. OR AT IID DISCRETION.

APPROACHING DITCH OR SWALE

MUST BE MAINTAINED FREE OF
‘ VEGETATION AND DEBRIS.

D" R/W

¢ DITCH

MAINTENANCE ACCESS
DISCHARGE MH

(SEE NOTE 1) DROP BOX OR CATCH BASIN WITH TRASH RACK AS SHOWN

NOTES 1 & 2:

@ SIZE AND DEPTH OF MAINTENANCE ACCESS AND DISCHARGE MANHOLE

TO BE PER OWNER'S REQUIREMENTS.
= @ FLAPPER VALVE SHALL BE COMPATIBLE WITH PIPE MATERIAL AND MANHOLE DESIGN,
Q<

WITH A MINIMUM SEATING HEAD OF 25 FEET. VALVE SPECIFICATIONS SHALL BE
SUBMITTED TO IID FOR REVIEW PRIOR TO INSTALLATION.

DROP BOX OR CATCH BASIN WITH TRASH RACK OR SCREEN
/ TOP OF DITCH

[ LAST UPDATE: 06-30-03]

DITCH BOTTOM

12"¢ PIPE

\ PVC, HDPE, RCP, OR EQUIVALENT PIPE PER lID APPROVAL.

PIPE SIZE AND NUMBER OF OUTLETS MUST BE DETERMINED

‘ACAD FILE: 12F6855F.dwg

™S— 12 . or (NTS)

AT IID DISCRETION

AND APPROVED BY IID ON A CASE-BY-CASE BASIS.
FOR UTILITY CROSSING OVER OR UNDER lID WATER FACILITIES,
REFER TO D DRAWING L-3086 FOR REQUIREMENTS.

IMPERIAL IRRIGATION DISTRICT

ISSUE

SIic ENGINEERING DEPARTMENT
IMPERIAL, CALIFORNIA

REVISED 6-30-2003

= T2” MIN. —
LEGEND
RCP = REINFORCED CONCRETE PIPE
PVC = POLYVINYL CHLORIDE
HDPE = HIGH DENSITY POLYETHYLENE

MH = MANHOLE G.B. = GRADE BOARD
¢ = CENTER LINE S = SLOPE
N.S. = NATURAL SURFACE IE = INVERT ELEVATION

R/W = RIGHT OF WAY

ISSUE

REVISED 1-6-2002 D.D. ROADWAY STORM DRAIN DISCHARGE STANDARDS

ISSUE

REVISED 6272000 0D, PRIVATE FACILITY INSTALLATION DISCHARGING INTO

ISSUE

REVISED 4-30-96 Ad. IMPERIAL IRRIGATION DISTRICT (IID) DRAIN PIPELINE

ISSUE

REVISED 7-26-95 D.D.

ISSUE

REVISED 10-29-84 D.D.

ISSUE

— N |w oo N

7-12-84 D.D.
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DEVELOPMENT DISCHARGE PIPE

OUTLET MANHOLE

| MAINTENANCE ACCESS AND DISCHARGE MH
(SEE NOTE 1)

(NTS) NOTES 1 & 2:

@ SIZE AND DEPTH OF MAINTENANCE ACCESS AND DISCHARGE MANHOLE
TO BE PER OWNER’S REQUIREMENTS.
@ FLAPPER VALVE SHALL BE COMPATIBLE WITH PIPE MATERIAL AND MANHOLE DESIGN,
WITH A MINIMUM SEATING HEAD OF 25 FEET. VALVE SPECIFICATIONS SHALL BE
SIZE, DEPTH, AND TYPE OF MANHOLE VARY DEPENDING UPON SUBMITTED TO lID FOR REVIEW PRIOR TO INSTALLATION.
SIZE, DEPTH AND TYPE OF DRAIN PIPELINE, DESIGN AND CONSTRUCTION

OF MANHOLE PER IID APPROVAL. §
o
o
1= MAINTENANCE ACCESS
AND DISCHARGE MH
S / (SEE NOTE 1) B
SR .
X LR ' : g
= ONE-WAY ——— RSN 5
] B R \, 5
i FLAPPER VALVE 3 R 8
T (SEE NOTE 2) O m
S
DEVELOPMENT DISCHARGE PIPE H
- FOR PUMP DISCHARGE, IID APPROVAL | |2
| L — 1D DRAIN PIPELINE FOR DISCHARGE RATE, AND SPILL 8
< | BYPASS OR EQUIVALENT MEASURE .
AGAINST MANHOLE OVERTOPPING g
ARE REQUIRED. r
PVC, HDPE, RCP, OR EQUIVALENT PIPE PER ID APPROVAL. 2
PIPE SIZE AND NUMBER OF OUTLETS MUST BE DETERMINED =]
AND APPROVED BY IID ON CASE—BY—CASE BASIS.
BEQELLE FOR UTILITY CROSSING OVER OR UNDER [ID WATER FACILITEES,
REFER TO IID DRAWING L-3086 FOR REQUIREMENTS.
12” MIN. OR TS) IMPERIAL IRRIGATION DISTRICT
AT 1D DISCRETION YRESI S 2rae T
ISSUE__ 6 | REVISED 6-30-2003 _SIC
ISSUE 5 | REVISED 1-08-2002 D.D. SUBDIVISION OR VARIOUS DEVELOPMENT DISCHARGE
LEGEND SsUt % | REVISED 6-27-2000 DD. PRIVATE FACILITY INSTALLATION DISCHARGE INTO
RCP = REINFORCED CONCRETE PIPE MH = MANHOLE GB. = GRADE BOARD R/W = RIGHT OF WAY ISSUE 3 | REVISED 10-01-96 B.. IMPERIAL IRRIGATION DISTRICT (liD) DRAIN PIPELINE
PVC = POLYVINYL CHLORIDE @ = CENTER LINE S = SLOPE ISSUE 2 | REVISED 7-26-95 B.V.
HDPE = HIGH DENSITY POLYETHYLENE N.S. = NATURAL SURFACE IE = INVERT ELEVATION ISSUE 1 10—12-84

SH. 7 OF. 7 DWG. NO. 12F_6855




DOMESTIC_SERVICE

INSTALL A LOCKABLE SCREW-LIFT GATE OR MANUAL-LIFT GATE. FOR SCREW-LIFT GATE, INSTALL GATE TO ADEQUATH
OVERALL DEPTH AND MAINTAIN MINIMUM CLEARANCE REQUIRED BETWEEN HANDWHEEL AND TOP OF CONCRETE LINING
FOR SCREW-LIFT OPERATIONS. HANDWHEEL MUST BE SITUATED ABOVE CONCRETE RAIL AND MUST NOT EXTEND
BEYOND TOP OF DIRT BANK UNLESS NECESSARY. FOR MANUAL—LIFT GATE, LIFT HANDLE MUST BE SITUATED ABOVE

/ CONCRETE RAIL AT GATE FULLY CLOSE POSITION (SEE GATE REQUIREMENTS). !
NON—DOMESTIC SERVICE 2

INSTALL A MANUAL—LIFT GATE. LIFT HANDLE CAN BE SITUATED ABOVE OR BELOW CONCRETE RAIL AT GATE CLOSE 12" MAX. HEIGHT OR PER IID APPROVAL.
ONCRETE RAL OR OPEN POSITION. _LOCK S _NOT REQUIRED FOR THIS SERVICE (SEE GATE REQUIREMENTS). — COVER OR LID OF STRUCTURE (L.E. MANHOLE)
CONCRETE LINED DITCH SECTION /\\é/\\/ MAY BE CUT_OR CORED =2, PRWIDE CLEARANCE
e \ﬁ FOR STEM OR HEADRAI
Vg
& STEM AND GUIDE RAILS LENGTH DEPENDS ;\\\Q/?\\ '
g . i
8 UPON DEPTH OF CHANNEL ;\\ B
g BREAK OUT CONCRETE LINING @ FRAME—SET FRAME IN MORTAR & o
= FINISH TO TOP FLANGE OF FRAME. ANCHOR FRAME AND GUIDE RAILS . -SIDE WALL OF CONCRETE STRUCTURE
‘V 1 TO CONCRETE LINING WITH BOLTS (2 ON EACH SIDE). .A‘ﬁ‘é;: 1
T e s sonu § -
CONCRETE LINING 8 .
=
6" DIA. PVC, HDPE, RCP, OR ﬁ,i,w@ﬂﬁﬁ,i,i, :Y‘ .
EQUIVALENT PER I...D. APPROVAL
(SEE NOTE 2) - A .
ANGLE CUT PIPE TO FIT BACK OF FRAME B
‘e DOMESTIC _SERVICE
b ol aa U INSTALL A LOCKABLE SCREW-LIFT OR
MANUAL-LIFT GATE. HANDWHEEL OR LIFT
% - _ _servicEPPE_ | B HANDLE MUST BE SITUATED 12 INCHES
MAXIMUM ABOVE TOP OF STRUCTURE
SERVICE TO BE FOR DOMESTIC PURPOSES SERVICE TO BE FOR IRRIGATION OR NON-DOMESTIC USE (SEENOTE 2) (SEE GATE REQUIREMENTS).
" . _ . . _
O S e R e BT T T e e e o s
?ggfgwééﬂ’w@“ﬂpiﬁc@zﬁw OT‘UfggNgF PIPE) 2 "FRESNO" TOGGLE GATE gAFNS%gUg/T%ETEETA(iOTVEE C?Rosfé%%wo;%
MANUAL—LIFT GATE WITH MECHANICAL LOCKING DEVICE. : " |
@ USE ANY OF THE FOLLOWING MANUAL-LIFT GATES: > FRESNO" KAULOK GATE POSITION. (SEE GATE. REQUIREMENTS).
(SIZE DEPENDS UPON SIZE AND TYPE OF PIPE) 4. OR EQUIVALENT GATE
" N (SIZE DEPENDS UPON SIZE AND TYPE OF PIPE)
1 WATERMAN™ MODEL C-8 SLIDE DITCH GATE
e e SERVICE PIPE CONNECTING CONCRETE STRUCTURES )
2 :FRESNO:: TOGGLE GATE §
3 RESNO” WA-L0K GHTE (L.E. HEADWALL, CHECK, CONTROL STRUCTURE, 5
4. OR EQUIVALENT GATE N
MANHOLE, STANDPIPE, ETC.) R
TOP OF DIRT BANK: ’\
1?); s 1o APPROVN\.\L \\\\\l\\ é
\ \& @ AN ENCROACHMENT PERMIT IS REQUIRED BY THE IMPERIAL IRRIGATION DISTRICT (IID) >
AT EARTHEN CHANNEL 5
/\\é \ FOR SERVICE PIPE CONNECTIONS (GOVERNMENTAL OR PRIVATE). @
%}/\’ L 16%16” DELWERY STRUCTURE OR EQUIVALENT. DEPTH VARIES DEPENDING (@ ALL NEW SERVICE PIPE CONNECTIONS MUST COMPLY WITH THIS STANDARD DRAWING. DESIGN -~
\;ﬁ\ =T UPON ELEVATION OF PIPE AND/OR DEPTH OF CHANNEL AND CONSTRUCTION OF SERVICE PIPE ARE SUBJECT TO THE REQUIREMENTS OF THE STANDARD
2 L NsTALL TRASH RACK (3 M. ON CENTERS) DETAILS SHOWN ON THIS DRAWING. DESIGN AND CONSTRUCTION DRAWINGS OR PLANS OF
SERVICE PIPE MUST BE SUBMITTED FOR REVIEW AND APPROVAL. IN ADDITION, SERVICE PIPE <
N CONNECTION MUST COMPLY WITH IID REGULATION NO. 21. SERVICE PIPE IS RESTRICTED TO 2
é V 6 INCHES IN DIAMETER UNLESS APPROVED BY THE IID’S WATER DEPARTMENT MANAGER. by
a je}
8 4 @ CONSTRUCTION SURVEY DATA, REDLINED DRAWINGS OR PLANS, AS BUILT DATA, ETC. N
Z COVESTC SERVCE MUST BE SUBMITTED PRIOR TO THE ISSUANCE OF THE ENCROACHMENT PERMIT. d
s . 4 DOMESTIC_SERVICE S
N i | —1 INSTALL A LOCKABLE SCREW—LIFT OR MANUAL—LIFT GATE. N
3 X ol igpofgcfég/v}ufoﬁ’%;gD}/-(/:Tf\/lbﬁf\lw}/(HE%RM/ai/CUifjllz#AEigE @ CANAL OUTAGE MAY BE REQUIRED TO FACILITATE INSTALLATION DEPENDING UPON é
LIFT HANDLE MUST BE SITUATED AT OR ABOVE TOP OF D/i%T CONNECTION OR SERVICE' LOCATION OR DEPTH. o
SET FRAME IN MORTAR AND ANSH— | ¥ | 2 AT GATE FULLY CLOSE FOSITION (SEE GATE REQUREMENTS). (® 85% MODIFIED PROCTOR DENSITY COMPACTION (IN TRENCHES AND AROUND STRUCTURES) -
TO TOP FLANGE OF FRAME. o NON—DOMESTIC_SERVICE  AF ~
/;gcg?g} ZR?%R%%U%(?DVEHTE{A/LS _\ ! INSTALL A MANUAL—LIFT GATE. LIFT HANDLE CAN BE SITUATED IS REOUIRED INSIDE IID RIGHT—OF ~WAY. B(J
BOLTS (2 ON EACH SIDE). Sl Deen posn (see et seoumeneing. oo OF (®) BALL VALVE INSTALLATION ALTERNATIVE TO MECHANICAL GATE PER IID APPROVAL FOR SERVICE PIPE  |o
- “ | 2 INCHES IN DIAMETER OR SMALLER CONNECTING CONCRETE-LINED CANAL OR CONCRETE STRUCTURE. |©
%,7,4SERMLQLPLFL,7,7, i | 2 oraoe (SEE SHEET 2) =
SEE_NOTE 2, '
AN REFERENCE DWGS. SHEET 7 OF_2__
oy - ! IMPERIAL IRRIGATION DISTRICT

12" MIN.CLEARANCE

OR PER IID | APPROVAL WATER DEPARTMENT

IMPERIAL, CALIFORNIA

SERVICE_PIPE_ CONNECTION STANDARD

SMALL PARCEL SERVICE

orawn ey > . D | ome 7-22-2002

1 |F2-22|0.D. DISTRIBUTION CHECHED o soue NTS
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REQUIRED MATERIAL

e o, SIZE AND DESCRIPTION REMARKS

% T | 1 | BALL VALVE-LOCKABLE, SPEARS TRUE UNION SIZE TO MATCH SERVICE PIPE DIAMETER

5 2000 OR EQUAL

3 2 | 1 | STRAIGHT COUPLNG SIZE T0 MATCH SERVICE PIPE DIAMETER
3 | 1 [12” x 20 UTUTY BOX & LD, H-20 TRAFFIC RATED
4| e [ 12" x 20" umuny Box 12

—— T
R LR R
SRE RRNRG A
s 7, g
% \<\/ &
i 2" MIN. ! —
O
NOTES:
)/® @ AN ENCROACHMENT PERMIT IS REQUIRED BY THE IMPERIAL IRRIGATION DISTRICT (IiD)
FROM SUPPLY GANAL 1o servce FOR SERVICE PIPE CONNECTIONS (GOVERNMENTAL OR PRIVATE). ]
e O 15 = 3
N @ ALL NEW SERVICE PIPE CONNECTIONS MUST COMPLY WITH THIS STANDARD DRAWING. DESIGN
6 6” AND CONSTRUCTION OF SERVICE PIPE ARE SUBJECT TO THE REQUIREMENTS OF THE STANDARD
DETAILS SHOWN ON THIS DRAWING. DESIGN AND CONSTRUCTION DRAWINGS OR PLANS OF

6'" SERVICE PIPE MUST BE SUBMITTED FOR REVIEW AND APPROVAL. IN ADDITION, SERVICE PIPE
CONNECTION MUST COMPLY WITH IID REGULATION NO. 21. SERVICE PIPE IS RESTRICTED TO
! 6 INCHES IN DIAMETER UNLESS APPROVED BY THE IID’S WATER DEPARTMENT MANAGER.

/ \u— 3/4" ROCK BASE
SERVICE VALVE

CONSTRUCTION SURVEY DATA, REDLINED DRAWINGS OR PLANS, AS BUILT DATA, ETC.
MUST BE SUBMITTED PRIOR TO THE ISSUANCE OF THE ENCROACHMENT PERMIT.

CANAL OUTAGE MAY BE REQUIRED TO FACILITATE INSTALLATION DEPENDING UPON
CONNECTION OR SERVICE LOCATION OR DEPTH.

85% MODIFIED PROCTOR DENSITY COMPACTION (IN TRENCHES AND AROUND STRUCTURES)
IS REQUIRED INSIDE IID RIGHT—OF—WAY.

® ® 6 e

BALL VALVE INSTALLATION ALTERNATIVE TO MECHANICAL GATE PER IID APPROVAL FOR SERVICE PIPE
2 INCHES IN DIAMETER OR SMALLER CONNECTING CONCRETE-LINED CANAL OR CONC. STRUCTURE.
FOR SERVICE PIPE LARGER THAN 2 INCHES IN DIAMETER, SEE SHEET 1.

[FILE:20F 13948
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NATURAL SURFACE

R SRR A 60” MIN. FOR HIGH RISK FACILITIES
= /\\\>/<\/<§>/\ e o ){§§>//\\\/§\>///<\\§7//\\>/\\\/\\’ (CASING REQUIRED REGARDLESS OF
FOR OPEN EXCAVATION S PN N\ CLEARANCE) SEE NOTE NO. 8
FILL VOID WITH CONCRETE /) N\ &
SLURRY TO HAUNCH OF
EXISTING 11.D. PIPE. ( o mpe 1) 1(2” MIN. FOR LOW RISK FACILITIES
(NOT REQUIRED FOR NO CASING REQUIRED WITH
CASINGS WHICH ARE BORED) \\ f / CLEARANCE OF 36" OR MORE)
. SEE NOTE NO. 7

N>
~ —

| 10" MIN. |

10" MIN. ——————

o

= 4
PROPOSED UTILITY __/

PROVIDE MIN. CLASS I REINFORCED CONCRETE PIPE,
1/4—INCH MIN. STAINLESS STEEL PIPE, CLASS 200 PVC

CARRIER PIPE
PIPE, OR HIGH—DENSITY POLYETHYLENE PIPE CASING,
OR EQUIVALENT PIPE CASING PER I.I.D. APPROVAL.
« UILITY CROSSING f cASING
g _F T — 5 — —
1 —

PROPOSED UTILITY —
\"/
NOTES:

1. PIPE BRACING SHALL BE PER UTILITY REQUIREMENTS.

. WHEN OPEN EXCAVATION IS USED PROVIDE STRUCTURAL
SUPPORT FOR II.D. PIPE (SEE REQUIREMENT ABOVE).
REPAIR OF I.1.D. PIPE TO BE BY [.I.D. FORCES OR LICENSED
CONTRACTORS WITH COSTS BORNE BY THE UTILITY COMPANY.

MAXIMUM DRY DENSITY OR ENCROAHING ENTITY REQUIREMENTS.

. ENCROACHING ENTITY TO ENSURE THAT STATE DEPARTMENT
OF HEALTH STANDARDS ARE MET WHEN APPLICABLE.

. PRIOR TO FINALIZING THE CROSSING DETAIL THE I.1.D.
SHOULD BE CONSULTED FOR FUTURE IMPROVEMENTS
(PIPELINING, PIPE DIAMETER CHANGES, ETC.)

TO MINIMIZE FUTURE IMPACTS TO ENCROACHING ENTITY
FACILITIES.

REF. DWGS.

. SOIL COMPACTION TO BE THE GREATER OF: MINIMUM 90% OF 7.

6. THIS STANDARD WAS DEVELOPED TO PROVIDE MINIMUM

CONSTRUCTION CLEARANCE ACROSS MOST 1.I.D. FACILITIES.
FOR MAIN CANAL SYSTEMS AND SPECIAL SYSTEMS
CLEARANCE REQUIREMENTS WILL BE DETERMINED BY I.1.D
ON A CASE—BY-CASE BASIS. THE UTILITY ENCROACHING
UPON THE I.1.D."S RIGHT—OF—WAY SHOULD ENSURE THAT
ALL APPLICABLE LOCAL, STATE AND FEDERAL CODES ARE
MET FOR THE TYPE OF MATERIAL THEY PLAN TO TRANSPORT
(ie HAZARDOUS AND NONHAZARDOUS MATERIALS).

LOW RISK FACILITIES INCLUDE: MUNICIPAL WATER & SEWER
60 PSI OR LESS, COMMUNICATION, CABLE TV, GAS SERVICE
LINES HAVING A DIAMETER OF 2" OR LESS, AND ELECTRICAL
FACILITIES WITH POTENTIAL TO GROUND OF 50 VOLTS OR
LESS.

. HIGH RISK FACILITIES INCLUDE: OXYGEN, CHLORINE, PETROLEUM

PRODUCTS, TOXIC OR FLAMMABLE GAS, FIBER OPTIC LINES,
NATURAL GAS IN PIPELINES GREATER THAN 2" IN DIAMETER,
ELECTRICAL FACILITIES WITH POTENTIAL TO GROUND GREATER
THAN 50 VOLTS, OR ANY PIPELINES OPERATING AT PRESSURES
GREATER THAN 60 PSI.

SH.__I__OF_4

L3086A

‘AC/\D REV. 13 FILE: FILE

CASING

D.D.

IMPERIAL IRRIGATION DISTRICT

IMPERIAL, CALIFORNIA
WATER DERPARTMEMNT

UTILITY CROSSING STANDARD DETAILS

PIPE

5-18-2001

5=23-2000 D.D.

9-2-9/7 Al
4=1-9/7 AU

10-26-94  D.D.
1-14-94 D.D.
0-08-93 D.D.

5-30-92 D.D.

UNDER IMPERIAL IRRIGATION DISTRICT (I.1.D.)

ISSUE 8

ISSUE 7

ISSUE 6

ISSUE 5

ISSUE 4

ISSUE 3

ISSUE 2

ISSUE 1

DATE

5-30-92

seale NONE

‘APPROVED

D.D.

DRAWN

CHECKED
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NATURAL SURFACE :

- 10" MIN, ——==\\

4
PROPOSED UT/L/TY/ l \\ PROVIDE MIN. CLASS I

CARRIER PIPE REINFORCED CONCRETE PIPE,
1/4—INCH MIN. STAINLESS
24" MIN. FOR LOW RISK FACILITIES, - ~ STEEL PIPE, CLASS 200 PVC
FOR HIGH RISK FACILITIES, CROSSING — T PIPE, OR HIGH—DENSITY
OVER LI.D. PIPE IS NOT ALLOWED / / \ POLYETHYLENE PIPE CASING,

[ — 0. PPE V) |per 110, apPROVAL.
>~
~

(4 UTILITY CROSSING

OR EQUIVALENT PIPE CASING

//<—70’ MIN. ———=

/7 CASING

DS N J—

R T ET

PROPOSED

NOTES:

PIPE BRACING SHALL BE PER UTILITY REQUIREMENTS.

2. SOIL COMPACTION TO BE THE GREATER OF: MINIMUM 90% OF
MAXIMUM DRY DENSITY OR ENCROACHING ENTITY REQUIRMENTS.

3. ENCROACHING ENTITY TO ENSURE THAT STATE DEPARTMENT
OF HEALTH STANDARDS ARE MET WHEN APPLICABLE.

4. PRIOR TO FINALIZING THE CROSSING DETAIL THE I.I.D.
SHOULD BE CONSULTED FOR FUTURE
IMPROVEMENTS (PIPELINING, PIPE DIAMETER CHANGES, ETC.)
TO MINIMIZE FUTURE IMPACTS TO ENCROASHING ENTITY
FACILITIES.

5. THIS STANDARD WAS DEVELOPED TO PROVIDE MINIMUM
CONSTRUCTION CLEARANCE ACROSS MOST [.I.D. FACILITIES.
FOR MAIN CANAL SYSTEMS AND SPECIAL SYSTEMS
CLEARANCE REQUIREMENTS WILL BE DETERMINED BY I.L.D.
ON A CASE—BY—-CASE BASIS. THE UTILITY ENCROACHING
UPON THE 11.D."S RIGHT-OF-WAY SHOULD ENSURE THAT
ALL APPLICABLE LOCAL, STATE AND FEDERAL CODES ARE
MET FOR THE TYPE OF MATERIAL THEY PLAN TO TRANSPORT
(ie HAZARDOUS AND NONHAZARDOUS MATERIALS).

REF. DWGS.

Ty /A SECTION B\
" &

6. LOW RISK FACILITIES INCLUDE: MUNICIPAL WATER & SEWER
60 PSI OR LESS, COMMUNICATION, CABLE TV, GAS SERVICE
LINES HAVING A DIAMETER OF 2" OR LESS, AND ELECTRICAL
FACILITIES WITH POTENTIAL TO GROUND OF 50 VOLTS OR
LESS.

7. HIGH RISK FACILITIES INCLUDE: OXYGEN, CHLORINE, PETROLEUM
PRODUCTS, TOXIC OR FLAMMABLE GAS, FIBER OPTIC LINES,
NATURAL GAS IN PIPELINES GREATER THAN 2" IN DIAMETER,
ELECTRICAL FACILITIES WITH POTENTIAL TO GROUND GREATER
THAN 50 VOLTS, OR ANY PIPELINES OPERATING AT PRESSURES
GREATER THAN 60 PSI.

SH._2 oF_ 4

L3056B

‘AC/\D REV. 13 FILE:

IMPERIAL IRRIGATION DISTRICT

IMPERIAL, CALIFORNIA
WATER DERPARTMEMNT

J1015| 575|| UTLTY CROSSING STANDARD DETAILS
G SEIN OVER IMPERIAL IRRIGATION DISTRICT (1.1.D.)
SRIE PIPE
SEC,?ON A DATE 9-2-9/ SCALE  NONE ‘APPROVED
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(
ISSUE 3
ISSUE 2
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PROPOSED UTILITY

CONCRETE LINED

LI.D. CANAL
—

NATURAL SURFACE

24" MIN. FOR LOW RISK FACILTIES FOR LINED CHANNEL (NO CASING REQUIRED WITH

CLEARANCE OF 36" OR MORE) SEE NOTE NO. 6.

FOR UNLINED CHANNEL MEASUREMENT IS FROM FIRM CHANNEL BOTTOM.
60" MIN. FOR HIGH RISK FACILITIES (CASING REQUIRED REGARDLESS OF CLEARANCE)

SEE NOTE NO. 7.

NOTES:

1.

2.

SH._J__oF 4

PROPOSED UTILITY / x PROVIDE MIN. CLASS I
REINFORCED CONCRETE PIPE,
CARRIER PIPE UTILITY CROSSING 1/4=INCH MIN. STAINLESS
STEEL PIPE, CLASS 200 PVC
| | PIPE, OR HIGH-DENSITY
CASING POLYETHYLENE PIPE_CASING,
OR EQUIVALENT PIPE CASING
. : , PER 1.1.D. APPROVAL.
_ A 1
= CIT [ T 1T -
(
D SECTION B\ u
5. THIS STANDARD WAS DEVELOPED TO PROVIDE MINIMUM
CONSTRUCTION CLEARANCE ACROSS MOST I.I1.D. FACILITIES.
FOR MAIN CANAL SYSTEMS AND SPECIAL SYSTEMS
CLEARANCE REQUIREMENTS WILL BE DETERMINED BY I.I.D
PIPE BRACING SHALL BE PER UTILITY REQUIREMENTS. ON A CASE-BY-CASE BASIS. THE UTILITY ENCROACHING
UPON THE I1.D."S RIGHT—OF—WAY SHOULD ENSURE THAT
ALL APPLICABLE LOCAL, STATE AND FEDERAL CODES ARE O
REPAIR OF I.1.D CHANNEL TO BE BY [.I.D. FORCES VET FOR THE TYPE OF MATERIAL THEY PLAN TO TRANSPORT o
OR LICENSED CONTRACTORS WITH COST BORNE BY . w0
THE UTILITY COMPANY. (ie HAZARDOUS AND NONHAZARDOUS MATERIALS). %
\
. ENCROACHING ENTITY TO ENSURE THAT STATE DEPARTMENT -
OF HEALTH STANDARDS ARE MET WHEN APPLICABLE. 6. LOW RISK FACILITIES INCLUDE: MUNICIPAL WATER & SEWER
60 PSI OR LESS, COMMUNICATION, CABLE TV, GAS SERVICE
LINES HAVING A DIAMETER OF 2” OR LESS, AND ELECTRICAL
. PRIOR TO FINALIZING THE CROSSING DETAIL THE I.I.D. L
SHOULD BE CONSULTED FOR FUTURE IMPROVEMENTS fég%/T/ES WITH POTENTIAL TO GROUND OF 50 VOLTS OR 5
(PIPELINING, PIPE DIAMETER CHANGES, ETC.) ’ .
TO MINIMIZE FUTURE IMPACTS TO ENCROACHING ENTITY N
FACILITIES. —
7. HIGH RISK FACILITIES INCLUDE: OXYGEN, CHLORINE, PETROLEUM | -
PRODUCTS, TOXIC OR FLAMMABLE GAS, FIBER OPTIC LINES, E
NATURAL GAS IN PIPELINES GREATER THAN 2" IN DIAMETER,
ELECTRICAL FACILITIES WITH POTENTIAL TO GROUND GREATER =
THAN 50 VOLTS, OR ANY PIPELINES OPERATING AT PRESSURES | <
GREATER THAN 60 PSI. |~

REF. DWGS.
IMPERIAL TRRIGATION DISTRICT
- 1 A IMPERIAL, CALIFORNIA
gz}%}g/& Q' =l s g g = g WATER DEPARTMENT
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PER UTILITY REQUIREMENT

24" MIN. FOR LOW RISK FACILITIES
(NO CASING REQUIRED WITH
CLEARANCE OF 36" OR MORE)

L.D. DRAIN

NATURAL SURFACE
S

PROPOSED UTILITY
CARRIER PIPE

BELOW FIRM CHANNEL BOTTOM
SEE NOTE NO. 6.

60" MIN. FOR HIGH RISK FACILITIES
(CASING REQUIRED REGARDLESS
OF CLEARANCE) SEE NOTE NO. 7.

PROVIDE MIN. CLASS I REINFORCED CONCRETE PIPE,
1/4—INCH MIN. STAINLESS STEEL PIPE, CLASS 200 PVC
PIPE, OR HIGH—DENSITY POLYETHYLENE PIPE CASING,
OR EQUIVALENT PIPE CASING PER I.1.D. APPROVAL.

[LITY CROSSING

@ U

/7 CASING

F T

T =

+ —
‘—é—!ﬁ

SECTION _/B\.

PROPOSED UTILITY

1. PIPE BRACING SHALL BE PER UTILITY REQUIREMENTS.

NOTES:

2. REPAIR OF I1.D. CHANNEL TO BE BY I.I.D. FORCES
OR LICENSED CONTRACTORS WITH COST BORNE BY
THE UTILITY COMPANY.

3. ENCROACHING ENTITY TO ENSURE THAT STATE DEPARTMENT
OF HEALTH STANDARDS ARE MET WHEN APPLICABLE.

4. PRIOR TO FINALIZING THE CROSSING DETAIL THE I.I.D.
SHOULD BE CONSULTED FOR FUTURE IMPROVEMENTS
(PIPELINING, PIPE DIAMETER CHANGES, ETC.)

TO MINIMIZE FUTURE IMPACTS TO ENCROACHING ENTITY
FACILITIES.

B
N

5. THIS STANDARD WAS DEVELOPED TO PROVIDE MINIMUM
CONSTRUCTION CLEARANCE ACROSS MOST 1.1.D. FACILITIES.
FOR MAIN CANAL SYSTEMS AND SPECIAL SYSTEMS
CLEARANCE REQUIREMENTS WILL BE DETERMINED BY I..D
ON A CASE-BY-CASE BASIS. THE UTILITY ENCROACHING
UPON THE II.D.’S RIGHT—OF—WAY SHOULD ENSURE THAT
ALL APPLICABLE LOCAL, STATE AND FEDERAL CODES ARE
MET FOR THE TYPE OF MATERIAL THEY PLAN TO TRANSPORT
(ie HAZARDOUS AND NONHAZARDOUS MATERIALS).

6. LOW RISK FACILITIES INCLUDE: MUNICIPAL WATER & SEWER
60 PSI OR LESS, COMMUNICATION, CABLE TV, GAS SERVICE
LINES HAVING A DIAMETER OF 2” OR LESS, AND ELECTRICAL
FACILITIES WITH POTENTIAL TO GROUND OF 50 VOLTS OR
LESS.

7. HIGH RISK FACILITIES INCLUDE: OXYGEN, CHLORINE, PETROLEUM
PRODUCTS, TOXIC OR FLAMMABLE GAS, FIBER OPTIC LINES,
NATURAL GAS IN PIPELINES GREATER THAN 2" IN DIAMETER,
ELECTRICAL FACILITIES WITH POTENTIAL TO GROUND GREATER
THAN 50 VOLTS, OR ANY PIPELINES OPERATING AT PRESSURES
GREATER THAN 60 PSI.
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